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TUNEABLE

WHITE

DT8 DALI DUAL COLOR TOUCH CONTOLLER

DT8 DALI Dual Color Touch Controller 09.230TC.04064

Function introduction

Important: Read All Instructions Prior to Installation

Back side

• DO NOT install with power applied to device. 

• DO NOT expose the device to moisture. 

Safety & Warnings
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• Touch sensitive.

• Glass interface (white & black).

• Comply to DALI standard protocol IEC 62386-209 

• Built-in 100mA DALI power supply to power up to max. 50 DALI ECGs.

• Powered by DALI bus while not connected to AC mains.

• Max. 100 DALI ECGs on a DALI line can be controlled by 4 control panels via broadcast (2 by AC mains, 2 by DALI bus).

• Enable to control 4 DALI Groups and 4 DALI Scenes.

• Enable to set start DALI group number (0-15) and scene number (0-15) by rotary switches on the back.

• Support DT8 devices

• Color temperature adjustment according to DALI specifications of Device Type 8, Color Type Tc.

• Each DT8 device is controlled via a single DALI address

59.00 mm
31.20 mm
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DALI signal output

Rotary Switch for Assigning
Group  (Total 16 Groups)

Rotary Switch for Assigning
Scene (Total 16 Scenes) 

Operation

1. Set starting Group number via rotary switch on the back: (0-15 selectable)

• This DALI touch panel controller enables dimming commands and DT8 commands to be sent to 3 Groups of 

devices on the DALI circuit. A rotary switch on the back is used to select Groups you would like to control and 

set the starting Group number, and total 16 Groups (0-15) can be selected.

• When the rotary switch arrow position is at 0, button 1 controls all devices on the circuit via broadcast, button 

2 controls DALI Group 0, button 3 controls Group 1, and button 4 controls Group 2.

• When the rotary switch arrow position is at X except 0 (1-15), button 1 controls DALI group X-1, button 2 

controls Group X, button 3 controls Group X+1, and button 4 controls Group X+2.

Note: please make sure the DALI devices on the circuit are grouped by a DALI master first.

Please refer to the detailed Group setting table as follows:

Rotary Switch
Position

0 1 2 3 4 5 6 7 8 9 A B C D E F

DALI Group for
button 1 Broadcast 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14

DALI Group for
button 2 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
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Product Data

DALI signal

<15 mA

100 mA max.

4 mA

0-40°C

8% to 80%

41.6mm

IP20

86x86x

Output

Operation current

DALI bus output

DALI consumption

Operating temperature

Relative humidity

Dimensions

Waterproof grade

Power supply 100-240VAC/DALI bus

DT8 DALI Dual Color Touch Controller 09.230TC.04064
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ON/OFF button

4 Groups, click to select, press and 
hold down to turn ON/OFF

Press and hold down to 
decrease light intensity

Press and hold down to 
increase light intensity

Scene button, press and hold down to save a scene, click to 
recall, the saved scene will cover the predefined one

LED indicator
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• Glass interface (white & black).
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CCT color wheel, slide to 
select WW and CW
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1 EIN / AUS-Taste 

2 LED-Anzeige 

3 Vier Gruppen, klicken zum Auswählen, 
drücken und halten zum Ein- und 
Ausschalten 

4 Szenentaste, drücken und halten 
zum Speichern einer Szene, klicken 
zum Abrufen, die gespeicherte  
Szene überdeckt das vordefinierte 

5 CCT-Farbrad, schieben um WW und 
CW auszuwählen 

6 Gedrückt halten, um die Lichtintensi-
tät zu verringern 

7 Gedrückt halten, um die Licht-
intensität zu erhöhen 

 

1 ON/OFF button 

2 LED indicator 

3 Four Groups, click to select,  
press and hold down to turn  
ON/OFF  

4 Scene button, press and hold down  
to save a scene, click to recall,  
the saved scene will cover the pre-
defined one 

5 CCT color wheel, slide to select  
WW and CW 

6 Press and hold down to decrease  
light intensity 

7 Press and hold down to increase  
light intensity


