
LFO ACOUSTIC CIRCLE II	 Pendant luminaire

Pendant luminaire optimized for a uniform and  
glare-free illumination. Perfect as an energy-saving 
replacement of conventional lighting systems. 
The luminaire is based on a standard acoustic panel in 
felt look.

The lens LFO is designed and calculated so that the light 
is focused and spreads glare-free down into the room, 
creating a natural light atmosphere.

Lamp Directly: 24 x LFO Linsen 38°          Indirectly: 10m Flex LED CRI90

Wattage/Light color
Directly: 24 x LP 2200K – 4500K, 36W each light color

Indirectly: Flex LED 2200K – 5000K, 194 W

Control Gear, Dimming LED driver DALI DT8 included

Luminaire type, assembly Pendant, 4 x steel cables 500 mm

Dimensions Ø=1300mm, H= 25mm

Cast, heat sink, Protection Acoustic plate, IP20

Colour / finish Felt gray

Extras Customized versions, more light colours or color renderings on request

Technical and design changes reserved! Errors excepted!LFO ACOUSTIC CIRCLE II	 Pendant luminaire

Projektleuchten GmbH | Kammerstück 41 | 44357 Dortmund | T +49 231 35670-0 | F +49 231 35670-44 | info @ projektleuchten.de

Projektleuchten

|  19 - 04 - 11|  1 / 2  |

Made in
Germany



Technische Änderungen, die dem Forschritt dienlich sind, Design und Funktion nicht wesentlich verändern, bleiben dem Hersteller vorbehalten
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Akustikmaterial

1 . Direkt :  24 x LP 2200K / 4500K CRI90, 36W je Lichtfarbe
 24 x LFO Linsen 38°

2. 1 x DT8-C-CC-42W-2 / 700 mA-A

3. Indirekt:   10 m Flex LED  2200K / 5000K CRI90, 194 W
4. klare Acrylabdeckung
5. 1 x SRP-2309-24-100W (DT8)

6. 4 x Stahlseile 500 mm
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LFO 2020 (2x20°) LFO 3838 (2x38°) Indirectly 

Article Number:		

Luminaire type Identification Reflector /
Beam angle Color temperature* CRI Driver RAL

P = Pendant 9603 I = 2x20° 27 = 2700 K 80 DA = Dali DT8 9006= RAL similar

Q = 2x38° 30 = 3000 K 90

40 = 4000 K

57 = 5700 K

95 = 2200 K - 4500 K

99 = 2200 K - 5000 K

_  _ _ _ _  _  _ _  _ _  _ _  _ _ _ _

1 Other color temperatures possible

acoustic material
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